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WATER SHALL BE USED AS A DUST PALLIATIVE AS NECESSARY. LOCATIONS SHALL BE AS ORDERED.

WATER FOR DUST PALLIATIVE WILL NOT BE PAID FOR SEPARATELY, BUT SHALL BE INCLUDED IN THE COST

OF WORK.

EXCAVATION REQUIRED FOR COMPACTION OF BASES OF CUTS AND FILLS WILL BE CONSIDERED AS
SUBSIDIARY TO THAT OPERATION AND WILL NOT BE PAID FOR SEPARATELY.

TYPE OF COMPACTION FOR THIS PROJECT WILL BE AASHTO T 99.

THE CONTRACTOR SHALL PROTECT ALL EXISTING SURVEY MONUMENTATION, DESIGNED TO REMAIN, FROM
DAMAGE DURING CONSTRUCTION OPERATIONS. ANY MONUMENTS DISTURBED BY THE CONTRACTOR SHALL
BE RESET AT HIS OWN EXPENSE. THE CONTRACTOR AND ENGINEER SHALL NOTE THOSE MONUMENTS IN
THE FIELD PRIOR TO CONSTRUCTION.

IT IS SUGGESTED THAT THE CONTRACTOR INITIATE A REQUEST TO THE XCEL ENERGY FOR ANY
CONSTRUCTION—RELATED TEMPORARY ELECTRICAL POWER SOURCES AS SOON AS POSSIBLE. IN SOME
INSTANCES, UP TO 90 DAYS MAY BE REQUIRED TO PROVIDE THE SOURCES.

UTILITY LINES AS SHOWN ON THE PLAN SHEETS ARE PLOTTED FROM THE BEST AVAILABLE INFORMATION.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR FIELD LOCATING AND VERIFYING ALL UTILITY INFORMATION.

FOR UTILITY CONSTRUCTION COORDINATION, THE CONTRACTOR WILL CALL THE UTILITY NOTIFICATION
CENTER OF COLORADO AT 1-800-922-1987, AT LEAST TWO BUSINESS DAYS PRIOR TO EXCAVATION

(NOT INCLUDING THE DAY OF THE CALL).

CONTRACTOR SHALL LIMIT CONSTRUCTION ACTIVITIES TO THOSE AREAS OWNED BY THE TOWN OF
SILVERTHORNE OR WITHIN THE EXISTING EASEMENTS. ANY DISTURBANCES BEYOND THESE LIMITS SHALL
BE RESTORED TO ORIGINAL CONDITION BY THE CONTRACTOR AT THE CONTRACTORS EXPENSE.
CONSTRUCTION ACTIVITIES IN ADDITION TO NORMAL CONSTRUCTION PROCEDURE SHALL INCLUDE THE
PARKING OF VEHICLES OR EQUIPMENT, DISPOSAL OF LITTER AND ANY OTHER ACTION WHICH WOULD
ALTER EXISTING CONDITIONS.

TOPSOIL MAY BE GENERATED WITHIN PROJECT LIMITS. IF TOPSOIL IS NOT GENERATED WITHIN THE
PROJECT LIMITS, IT SHALL BE INSPECTED AT ITS ORIGINAL LOCATION TO ENSURE THERE ARE NO WEEDS.
ONCE TOPSOIL HAS BEEN PLACED, PERIODIC INSPECTIONS WILL TAKE PLACE TO LOOK FOR APPEARANCE
OF WEEDS. ANY WEEDS THAT APPEAR WILL BE SPOT SPRAYED ACCORDINGLY. HERBICIDE TREATMENT
SHALL BE BY A LICENSED HERBICIDE APPLICATOR AND SHALL BE INCLUDED IN THE COST OF SEEDING

(NATIVE). PRE—EMERGENT HERBICIDE TO BE TREFLAN AS MANUFACTURED BY ELANCO COMPANY OR AN
APPROVED SUBSTITUTION. HERBICIDES TO BE EPA REGISTERED AND APPROVED, OF TYPE RECOMMENDED
BY MANUFACTURER.

TEMPORARY FILLS, SUCH AS COFFER DAMS AND TEMPORARY ROAD CROSSINGS USING IMPORTED
MATERIAL, SHALL UTILIZE CLEAN, CHEMICALLY FREE FILL TO AVOID A SUBSTANTIAL INCREASE IN
SUSPENDED SOLIDS OR POLLUTION. FILL MATERIAL WILL NOT BE OBTAINED FROM THE LIVE WATER AREA
IN THE STREAM UNLESS APPROVED BY DIVISION OF WILDLIFE.

ALL REASONABLE MEASURES SHALL BE TAKEN TO AVOID EXCESS APPLICATION AND INTRODUCTION OF
CHEMICALS INTO AQUATIC ECOSYSTEMS. USE OF CHEMICALS SUCH AS SOIL STABILIZERS, DUST
PALLIATIVES, STERILANTS, GROWTH INHIBITORS, FERTILIZERS, DEICING SALTS, ETC., DURING CONSTRUCTION
AND MAINTENANCE OPERATIONS SHALL BE LIMITED TO APPROVED APPLICATION RATES.

CONSTRUCTION STAGING AREAS SHALL BE LOCATED OUTSIDE OF THE AREA ADJACENT TO STREAMS,
INCLUDING WETLANDS AND RIPARIAN AREAS.

MEASURES SHALL BE TAKEN TO PREVENT SPILLED FUELS, LUBRICANTS, OR OTHER TOXIC MATERIALS FROM

ENTERING AQUATIC ECOSYSTEMS.

NO WET CONCRETE FROM PLACEMENT OF FORMS OR WASHING OF TRUCKS OR EQUIPMENT SHALL BE
ALLOWED IN AQUATIC ECOSYSTEMS.

EROSION CONTROL SHALL BE ADDRESSED ON ALL PROJECTS THAT INVOLVE WATER RELATED
ENVIRONMENTS. TEMPORARY AND PERMANENT EROSION AND SEDIMENT CONTROL MEASURES SHALL BE
INSTALLED AT THE EARLIEST PRACTICABLE TIME CONSISTENT WITH GOOD CONSTRUCTION PRACTICES AND
SHALL BE MAINTAINED AS NECESSARY THROUGHOUT THE OPERATION OF THE PROJECT.

DURING THE PLANNING AND CONSTRUCTION OF A PROJECT, ALL MEASURES SHALL BE TAKEN TO AVOID
DISTURBANCE TO EXISTING VEGETATION. SENSITIVE AREAS SHALL BE FENCED AS NECESSARY.

ALL SIGNS AND STREET MARKINGS SHALL BE DESIGNED, CONSTRUCTED AND PLACED IN ACCORDANCES

WITH THE 'MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES' (MUTCD), LATEST EDITION, UNLESS
OTHERWISE APPROVED BY THE TOWN.

MIGRATORY BIRD NESTS MAY BE PRESENT WITHIN THE PROJECT LIMITS DURING THE ACTIVE NESTING
SEASON (MARCH 1 TO SEPTEMBER 30). PRIOR TO COMMENCEMENT OF CONSTRUCTION ACTIVITIES, THE
CONTRACTOR SHALL WALK THE PROJECT LIMITS WITH THE LANDSCAPE ARCHITECT TO IDENTIFY OR
CONFIRM THAT MIGRATORY BIRDS ARE NOT ACTIVELY NESTING. IMPACTS TO ACTIVE MIGRATORY BIRD
NESTS SHALL BE AVOIDED.

CONTRACTOR IS RESPONSIBLE FOR ACQUIRING STATE STORMWATER DISCHARGE PERMIT.

SEEDING NOTES

LRI

900 S. Broadway

Suite 300

Denver, CO 80209
303.892.5566
www.dhmdesign.com

1. EXECUTION
A. PROVIDE THE FOLLOWING GRASS SEED MIXTURES. SEED SHALL NOT EXCEED

ONE PERCENT (1%) WEED CONTENT.

UPLAND SEED MIX

REUSE OF DOCUMENT

This document is the property
of DHM Design Corp. The ideas and
design incorporated on this
document is an instrument of
professional service and shall not be
used for any other project without
written authorization of DHM Design Corp.

Application
: Rate

Common Name Botanical Name Pounds pis/Acre
Western wheatgrass Pascopyrum smithii v. Rosanna 7.0
Slender wheatgrass Elymus trachycaulus ssp. trachycaulus v. Pryor 7.0
Idaho fescue Festuca idahoensis 3.0
Streambank wheatgrass Elymus lanceolatus ssp. riparium 7.0
Canby bluegrass Poa canbyi v. Canbar 2.0
Sandberg bluegrass Poa sandbergii 2.0
Sheep fescue Festuca ovina v. Covar 3.0
Mountain brome Bromus marginatus 5.0
Penstemon Penstemon strictus 1.0
Sulfur flower Eriogonum umbellatum 1.0
Silvery lupine Lupinus argenteus 0.5
Showy goldeneye (scarified) | Viguiera multflora 0.5
TOTAL LBS. PLS./ACRE 39

2. SOIL PREPARATION FOR NATIVE SEED AREAS

A.  NATIVE SEEDING SHALL BE DONE WITH A DRILL EQUIPPED WITH A SATISFACTORY
SEEDING MECHANISM, AGITATOR, DOUBLE DISK FURROW OPENERS AND PACKER
WHEELS, AND A SEPARATE BOX FOR SMALL SEEDED GRASSES (BRILLION

MECHANICAL SEEDER OR EQUAL). SEED SHALL BE UNIFORMLY SOWN 4 IN ONE
DIRECTION AND THE OTHER} AT RIGHT ANGLES TO THE DIRECTION OF THE
CONTOUR). SEEDS SHALL BE SOWN AT A DEPTH OF APPROXIMATLEY

ONE—QUARTER §’) TO ONE—HALF INCH (3”). ANY AREAS NOT ACCESSIBLE TO
A DRILL SEEDER SHALL BE HAND BROADCASTED AT DOUBLE THE SEED RATE

AND HAND RAKED}” TO 4" INTO SOIL.

B. PROTECT SEEDED AREAS AGAINST EROSION BY SPREADING AND CRIMPING IN
HAY.

C. CERTIFIED (WEED FREE) HAY SHALL BE MECHANICALLY CRIMPED INTO THE
SEED BED AT RIGHT ANGLES TO THE CONTOUR TO RESIST SOIL EROSION.
APPLY HAY AT A RATE OF 1-1/2 TONS PER ACRE.

D. ALL DISTURBED AREAS SHALL BE RESEEDED WITH THE ABOVE SEED MIX.

E. SEED SHALL NOT BE SOWN DURING WINDY WEATHER OR WHEN THE GROUND
IS FROZEN OR OTHERWISE UNTILLABLE.

F. NO FERTILIZER SHALL BE USED ADJACENT TO EXISTING WETLANDS, WETLAND
MITIGATION SITES OR STREAMS.

3. SEEDING FOR NATIVE SEED AREAS

A.  SEEDING SHALL BE ACCOMPLISHED BY DRILL SEEDING 0.25” TO 0.5" INTO THE
SOIL. IN AREAS INACCESSIBLE TO A DRILL, HAND BROADCAST AT DOUBLE THE
RATE & RAKE TO A DEPTH OF 0.25" TO 0.5”. HYDRAULIC SEEDING SHOULD
BE LIMITED TO SLOPES STEEPER THAN 2:1 OR IF THE SOILS ARE TOO ROCKY
FOR DRILLING.

B. SEED SHALL NOT BE SOWN DURING WINDY WEATHER OR WHEN THE GROUND IS
FROZEN OR OTHERWSE UNTILLABLE.

C. HYDRAULIC SEEDING EQUIPMENT AND ACCESSORIES SHALL CONFORM TO THE
EQUIPMENT AND ACCESSORIES DESCRIBED WITHIN TECHNICAL SPECIFICATIONS.

D. WOOD FIBER HYDRO MULCH WITH TACKIFIER MIXTURE SHALL BE APPLIED TO
ALL SEEDED AREAS AT THE RATE OF 2,000 LBS/ACRE FOR WOOD FIBER
MULCH AND 100 LBS/ACRE FOR MULCH TACKIFIER.

E. NO FERTILIZER SHALL BE USED ADJACENT TO EXISTING WETLANDS, WETLAND
MITIGATION SITES OR STREAMS.

4. ALL DISTURBED AREAS SHALL BE RESEEDED WITH THE SEED MIX ABOVE.
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FILE NAME

ABBREVIATIONS L EGEND GENERAL NOTES:
1. ALL MATERIALS AND WORKMANSHIP SHALL BE IN CONFORMANCE WITH THE LATEST STANDARDS AND SPECIFICATIONS OF THE TOWN OF M Il H M Il [ | H "
A SURVEY CONTROL POINT SILVERTHORNE, TOWN OF SILVERTHORNE WATER AND SEWER DEPARTMENT, COLORADO DEPARTMENT OF TRANSPORTATION, LAKE DILLON FIRE
AASHTO AMERICAN ASSOC. OF STATE HIGHWAY AND INCL  INCLUDED PROTECTION DISTRICT FIRE PROTECTION REQUIREMENTS, AND APPLICABLE STATE AND LOCAL STANDARDS AND SPECIFICATIONS. THE
TRANSPORTATION OFFICIALS ID INSIDE DIAMETER ® BENCHMARK CONTRACTOR SHALL HAVE IN POSSESSION AT THE JOB SITE AT ALL TIMES ONE (1) SIGNED COPY OF APPROVED PLANS, STANDARDS AND CONSULTING ENGINEERS
ABAN  ABANDON IN INLET o PROPOSED MANHOLE SPECIFICATIONS. CONTRACTOR SHALL CONSTRUCT AND MAINTAIN EMERGENCY ACCESS ROUTES TO THE SITE AND STRUCTURE AT ALL TIMES PER A Incorporated  Postoffce Box 1360 || 200 S- Broadway
AC ASPHALTIC CONCRETE PAVING INSUL  INSULATION EXISTING MANHOLE THE APPLICABLE LAKE DILLON FIRE PROTECTION DISTRICT REQUIREMENTS. THE CONTRACTOR SHALL OBTAIN WRITTEN APPROVAL FOR ANY 47 Cooper ook Wy, Sie 28, WinerPark, co || RIS 300 5
ADDL  ADDITIONAL INV INVERT - ) VARIANCE TO THE ABOVE DOCUMENTS. NOTIFY ENGINEER OF ANY CONFLICTING STANDARDS OR SPECIFICATIONS. IN THE EVENT OF ANY 2o Codo 8052 Phone: 9707227577 || 358 S5 Se2g 0207
ADDM  ADDENDUM IRR IRRIGATION 18" AREA DRAIN CONFLICTING STANDARD OR SPECIFICATION, THE MORE STRINGENT OR HIGHER QUALITY STANDARD, DETAIL OR SPECIFICATION SHALL APPLY. Fax: 970.722.7679 E-mailinfo@pvaiva.com || www.dhmdesign.com
ADJ ADJUSTABLE o 12" AREA DRAIN
AL ALUMINUM JTS JOINTS 2. THE CONTRACTOR SHALL OBTAIN, AT HIS OWN EXPENSE, ALL APPLICABLE CODES, LICENSES, STANDARD SPECIFICATIONS, PERMITS, BONDS, ETC.,
ALT ALTERNATE = COMBINATION INLET WHICH ARE NECESSARY TO PERFORM THE PROPOSED WORK, INCLUDING, BUT NOT LIMITED TO A LOCAL AND STATE GROUNDWATER DISCHARGE
AMT AMOUNT KB KICKBLOCK ol TYPE R INLET 22% V(IZTOYLORADO DEPARTMENT OF HEALTH AND ENVIRONMENT (CDPHE) STORMWATER DISCHARGE PERMIT ASSOCIATED WITH CONSTRUCTION
APPROX APPROXIMATE KO KNOCKOUT .
TYPE 13 FIELD INLET
ARCH  ARCHITECT(URAL KPL KICK PLATE
ARV AR R|-:|_||-:|-'( VALv)E KWY KEYWAY < FLARED END SECTION 3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING THE REQUIRED PARTY (OWNER, OWNER'S REPRESENTATIVE, MUNICIPAL/DISTRICT
ASTM  AMERICAN SOCIETY FOR TESTING AND MATERIALS @ RIPRAP INSPECTOR, GEOTECHNICAL ENGINEER, ENGINEER AND/OR UTILITY OWNER) AT LEAST 48 HOURS PRIOR TO START OF ANY CONSTRUCTION. PRIOR
ASPH  ASPHALT L LEFT OR LITER TO BACKFILLING, AND AS REQUIRED BY JURISDICTIONAL AUTHORITY AND/OR PROJECT SPECIFICATIONS. THE CONTRACTOR SHALL CONTINUE WITH
ASSY  ASSEMBLY LSCAPE  LANDSCAPE(ING) R1-1 SIGN IDENTIFICATION NOTIFICATIONS THROUGHOUT THE PROJECT AS REQUIRED BY THE STANDARDS AND SPECIFICATIONS.
ASYM  ASYMMETRICAL LF LINEAR FOOT
AUTO  AUTOMATIC LP LOW PRESSURE OR LIGHT POLE SO STORM DRAIN 4. THE LOCATIONS OF EXISTING UTILITIES ARE SHOWN IN THE APPROXIMATE LOCATION BASED ON INFORMATION BY OTHERS. NOT ALL UTILITIES
AVG AVERAGE LT LIGHT RD ROOF DRAIN MAY BE SHOWN. THE CONTRACTOR SHALL DETERMINE THE EXACT SIZE, LOCATION AND TYPE OF ALL EXISTING UTILITIES WHETHER SHOWN OR
AWWA  AMERICAN WATER WORKS ASSOC. LWL LOW WATER LEVEL ss SANITARY SEWER NOT BEFORE COMMENCING WORK. THE ENGINEER AND/OR OWNER ASSUMES NO RESPONSIBILITY FOR THE ACCURACY OR COMPLETENESS SHOWN
ON PLANS. THE CONTRACTOR SHALL BE FULLY AND SOLELY RESPONSIBLE FOR ANY AND ALL DAMAGES AND COSTS WHICH MIGHT OCCUR BY
BC BACK OF CURB MAINT  MAINTENANCE W WATER THE CONTRACTOR'S FAILURE TO EXACTLY LOCATE AND PRESERVE ANY AND ALL UTILITIES. THE CONTRACTOR SHALL NOTIFY ALL PUBLIC AND
BFV BUTTERFLY VALVE MAN MANUAL IRR IRRIGATION PRIVATE UTILITY COMPANIES AND DETERMINE THE LOCATION OF ALL EXISTING UTILITIES PRIOR TO PROCEEDING WITH GRADING AND
BLDG  BUILDING MATL  MATERIAL UD UNDERDRAIN CONSTRUCTION. ALL WORK PERFORMED IN THE AREA OF UTILITIES SHALL BE PERFORMED AND INSPECTED ACCORDING TO THE REQUIREMENTS
BLK BLOCK MAX MAXIMUM OF THE UTILITY OWNER. LIKEWISE, THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING AND MAPPING ANY EXISTING UTILITY (INCLUDING
BM BENCH MARK MECH  MECHANICAL o TRENCH DRAIN DEPTH) WHICH MAY CONFLICT WITH THE PROPOSED CONSTRUCTION, AND FOR RELOCATING ENCOUNTERED UTILITIES AS DIRECTED BY THE
BMP BEST MANAGEMENT PRACTICE MFR MANUFACTURER FD FRENCH DRAIN ENGINEER. CONTRACTOR SHALL CONTACT AND RECEIVE APPROVAL FROM MUNICIPALITY/UTILITY OWNER AND ENGINEER BEFORE RELOCATING ANY
BS BOTTOM OF STAIRS MH MANHOLE PD PERFORATED DRAIN ENCOUNTERED UTILITIES. CONTRACTOR RESPONSIBLE FOR SERVICE CONNECTIONS, AND RELOCATING AND RECONNECTING AFFECTED UTILITIES AS
BOT ~ BOTTOM MIN MINIMUM COORDINATED WITH UTILITY OWNER AND/OR ENGINEER, INCLUDING NON—MUNICIPAL UTILITIES (TELEPHONE, GAS, CABLE, ETC., WHICH SHALL BE
gigg gégl'il"‘f/gn CAL CURVE. ELEVATION msc mgg&w&gglm T TELEPHONE COORDINATED WITH THE UTILITY OWNER). THE CONTRACTOR SHALL IMMEDIATELY CONTACT ENGINEER UPON DISCOVERY OF A UTILITY
E ELECTRIC DISCREPANCY OR CONFLICT. AT LEAST 48 HOURS PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY THE UTILITY NOTIFICATION
BVCS ~ BEGIN VERTICAL CURVE STATION CENTER OF COLORADO (1-800-922—1987, WWW.UNCC.ORG)
BW BOTTOM OF WALL N NORTH OE OVERHEAD ELECTRIC ’ VR
- CATCH BASIN :ﬁc :8} I’:f';%ﬁﬁgk% UE UNDERGROUND ELECTRIC 5. THE CONTRACTOR SHALL BE SOLELY AND COMPLETELY RESPONSIBLE FOR CONDITIONS AT AND ADJACENT TO THE JOB SITE, INCLUDING SAFETY
ow COUNTER CLOCKWISE NPT NATIONAL PIPE THREAD G GAS OF ALL PERSONS AND PROPERTY DURING THE PERFORMANCE OF THE WORK. THE CONTRACTOR SHALL PREPARE A TRAFFIC CONTROL PLAN
00T COLORADO DEPARTMENT OF TRANSPORTATION NTS NOT TO SCALE CATV CABLE TV FOR OWNER AND/OR CITY APPROVAL AND PROVIDE ALL LIGHTS, SIGNS, BARRICADES, FENCING, FLAGMEN OR OTHER DEVICES NECESSARY TO
op CAST IRON PPE - PROVIDE FOR PUBLIC SAFETY. THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS. THE
& CONSTRUCTION JONT o ON CENTER FO FIBER OPTIC CONTRACTOR AGREES TO COMPLY WITH THE PROVISIONS OF THE TRAFFIC CONTROL PLAN AND THE LATEST EDITION OF THE "MANUAL ON
a CENTER LINE OR CHAIN LINK oD OUTSIDE DIAMETER FLOW LINE UNIFORM TRAFFIC CONTROL DEVICES,” PART VI, FOR CONSTRUCTION SIGNAGE AND TRAFFIC CONTROL. ALL TEMPORARY AND PERMANENT
CR CLEAR 0Pp OPPOSITE y y FENCE TRAFFIC SIGNS SHALL COMPLY TO THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) WITH REGARD TO SIGN SHAPE, COLOR, SIZE,
CHp CORRUGATED METAL PIPE 0PT OPTIONAL SIS ABNDON UTLTY LETTERING, ETC. UNLESS OTHERWISE SPECIFIED. IF APPLICABLE, PART NUMBERS ON SIGNAGE DETAILS REFER TO MUTCD SIGN NUMBERS.
ou0 - CNRE = MASONRY ONIT PC  POINT OF CURVATURE QNN DEMO SURFACE FEATURE 6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING ANY GROUNDWATER ENCOUNTERED DURING THE CONSTRUCTION OF ANY PORTION OF
CONC CONCRETE PCO PRESSURE CLEAN OUT NN DEMO SUBSURFACE FEATURE THIS PROJECT. GROUNDWATER SHALL BE PUMPED, PIPED, REMOVED AND DISPOSED OF IN A MANNER WHICH DOES NOT CAUSE FLOODING OF
PoR  PONT OF CURVE RETURN A\ EXISTING STREETS NOR EROSION ON ABUTTING PROPERTIES IN ORDER TO CONSTRUCT THE IMPROVEMENTS SHOWN ON THESE PLANS.
CONST  CONSTRUCTION N, GROUNDWATER TO BE PUMPED SHALL BE TESTED, PERMITTED, AND PUMPED PER THE STATE OF COLORADO AND LOCAL GROUNDWATER
CONT  CONTINUOUS(ATION) AP S A R L v S NS DEMO TREE DISCHARGING PERMIT REQUIREMENTS.
COR CORNER
CR CONCENTRIC REDUCER PL PROPERTY LNE T LIMITS OF SAWCUT 7. RIM AND GRATE ELEVATIONS SHOWN ON PLANS ARE APPROXIMATE ONLY AND ARE NOT TO BE TAKEN AS FINAL ELEVATIONS. THE CONTRACTOR
CTR CENTER PE POLYETHYLENE - PROPERTY LINE / ROW ' '
oy CUBIC YARDS PREFAB  PREFABRICATED ST LI SHALL ADJUST RIMS AND OTHER IMPROVEMENTS TO MATCH FINAL PAVEMENT AND FINISHED GRADE ELEVATIONS.
PRELIM  PRELIMINARY 8. THE EXISTING AND PROPOSED ELEVATIONS OF FLATWORK, SIDEWALKS, CURBS, PAVING, ETC. AS SHOWN HEREON ARE BASED ON EXTRAPOLATION
DEMO  DEMOLITION PREP  PREPARATION NN N mm— ' UMITS OF WORK OF FIELD SURVEY DATA AND EXISTING CONDITIONS. AT CRITICAL AREAS AND SITE FEATURES, CONTRACTOR SHALL HAVE FORMWORK INSPECTED
g:ﬁc g:ﬁggﬁ EESP Eggggjgg REDUCING VALVE OR = | MITS OF OVEREXCAVATION AND APPROVED BY OWNER, OWNER'S REPRESENTATIVE, OR ENGINEER PRIOR TO PLACING CONCRETE. MINOR ADJUSTMENTS, AS APPROVED, TO
MATCHLINE PROPOSED GRADES, INVERTS, ETC. MAY BE REQUIRED TO PREVENT PONDING OR SLOPE NOT IN CONFORMANCE WITH MUNICIPAL STANDARDS.
DIP DUCTILE IRON PIPE PRESSURE RELIEF VALVE ALL FLATWORK MUST PREVENT PONDING AND PROVIDE POSITIVE DRAINAGE AWAY FROM EXISTING AND PROPOSED BUILDINGS, WALLS, ROOF DRAIN x
BSM ggmﬁm ggf Egﬂﬂgé EEE gggﬁgg :ilOCCI)_IT [ ——1___] PROPOSED BULDING OUTFALLS, ACROSS DRIVES AND WALKS, ETC., TOWARDS THE PROPOSED INTENDED DRAINAGE FEATURES AND CONVEYANCES.
DR DRAIN PT POINT OF TANGENCY EXIST BUILDING 9. FINAL LIMITS OF REQUIRED ASPHALT SAWCUTTING AND PATCHING MAY VARY FROM LIMITS SHOWN ON PLANS. CONTRACTOR TO PROVIDE m
DWG DRAWING PV PLUG VALVE SAWCUT AND PATCH WORK TO ACHIEVE POSITIVE DRAINAGE AND A SMOOTH TRANSITION TO EXISTING ASPHALT WITHIN SLOPES ACCEPTABLE TO
DWL DOWEL PVC ~ POLYVINYL CHLORIDE OR > BLDG ACCESS THE ENGINEER AND WITHIN MUNICIPAL STANDARDS. CONTRACTOR SHALL PROVIDE ADDITIONAL SAWCUTTING AND PATCHING AT UTILITY WORK, <
: EAST - E?\% SSTVERHCAL CURVATURE CONNECTION POINTS TO EXISTING PAVEMENT AND FEATURES, ETC. THAT MAY NOT BE DELINEATED ON PLANS.
EA EACH e pmp e o702 CONCRETE PAVING 10. ANY EXISTING MONITORING WELLS, CLEANOUTS, VALVE BOXES, ETC. TO BE PROTECTED AND TO REMAIN IN SERVICE. IF FEATURES EXIST, D—
ECC ECCENTRIC QTY  QUANTITY [ ] HEAVY DUTY ASPHALT PAVING EXTEND OR LOWER TO FINAL SURFACE WITH LIKE KIND CAP WITH STANDARD CAST ACCESS LID WITH SAME MARKINGS. IN LANDSCAPED AREAS
Eﬂ E@Eﬁm JT - RIGHT e PROVIDE A CONCRETE COLLAR (18”x18"x6” THICK) AT ALL EXISTING AND PROPOSED MONITORING WELLS, CLEANOUTS, VALVE BOXES, ETC. m
ELB ELBOW RAD  RADIUS EARTH 11. OWNER TO APPROVE ALL PRIVATE CONCRETE FINISHING, JOINT PATTERNS AND COLORING REQUIREMENTS PRIOR TO CONSTRUCTION. SUBMIT
Eh%cR Eh%?JEIECRAL Egp Egggoggga CONCRETE PIPE R GRASS PAVERS JOINT LAYOUT PLAN TO OWNER FOR APPROVAL PRIOR TO CONSTRUCTION. LIJ
At 0a0n0a0s0,0,0,0,0.0;
EOP EDGE OF PAVEMENT RE REFERENCE 12. PIPE LENGTHS AND HORIZONTAL CONTROL POINTS SHOWN ARE FROM CENTER OF STRUCTURES, END OF FLARED END SECTIONS, ETC. SEE ( )
EQ EQUAL RECT ~ RECTANGULAR | | CONCRETE SCORING STRUCTURE DETAILS FOR EXACT HORIZONTAL CONTROL LOCATION. CONTRACTOR IS RESPONSIBLE FOR ADJUSTING ACTUAL PIPE LENGTHS TO
EQUP  EQUIPMENT REINF  REINFORCE (D) (ING) (MENT) CURE & GUTTER ACCOUNT FOR STRUCTURES AND LENGTH OF FLARED END SECTIONS. <
EQUIV  EQUIVALENT REQD  REQUIRED
ESMT  EASEMENT ROW  RIGHT OF WAY 13. ALL SURPLUS MATERIALS, TOOLS, AND TEMPORARY STRUCTURES, FURNISHED BY THE CONTRACTOR, SHALL BE REMOVED FROM THE PROJECT |
EST ESTIMATE GUTTER PAN SITE BY THE CONTRACTOR. ALL DEBRIS AND RUBBISH CAUSED BY THE OPERATIONS OF THE CONTRACTOR SHALL BE REMOVED, AND THE AREA
EVCE  END VERTICAL CURVE ELEVATION SAN  SANITARY OCCUPIED DURING CONSTRUCTION ACTIVITIES SHALL BE RESTORED TO ITS ORIGINAL CONDITION, WITHIN 48 HOURS OF PROJECT COMPLETION, D_
EVCS ~ END VERTICAL CURVE STATION ) STORM DRAIN > SPILL/CATCH CURB TRANSITION UNLESS OTHERWISE DIRECTED BY THE MUNICIPALITY OR OWNER'S REPRESENTATIVE.
EW EACH WAY SECT  SECTION
EXP JT  EXPANSION JOINT SPD  STANDARD PROCTOR DENSITY ~ Y <0~~~ PROPOSED INDEX CONTOUR 14. THE CONTRACTOR IS REQUIRED TO PROVIDE AND MAINTAIN EROSION AND SEDIMENT CONTROL MEASURES IN ACCORDANCE WITH THE LOCAL O ®)
EXIST  EXISTING SPEC  SPECIFICATION T~ JURISDICTION, THE STATE OF COLORADO, URBAN DRAINAGE AND FLOOD CONTROL DISTRICT "URBAN STORM DRAINAGE CRITERIA MANUAL VOLUME O
SQ SQUARE <~~~ PROPOSED INTERMEDIATE CONTOUR 3", THE M—STANDARD PLANS OF THE COLORADO DEPARTMENT OF TRANSPORTATION, AND THE APPROVED EROSION CONTROL PLAN. — _
FND FOUNDATION SQ IN  SQUARE INCH JURISDICTIONAL AUTHORITY MAY REQUIRE THE CONTRACTOR TO PROVIDE ADDITIONAL EROSION CONTROL MEASURES AT THE CONTRACTOR'S I_ (o))
FES FLARED END SECTION SQ FT  SQUARE FOOT EXIST INDEX CONTOUR EXPENSE DUE TO UNFORESEEN EROSION PROBLEMS OR IF THE PLANS DO NOT FUNCTION AS INTENDED. THE CONTRACTOR IS RESPONSIBLE FOR c
FF FINISH FLOOR SQ YD  SQUARE YARD PROHIBITING SILT AND DEBRIS LADEN RUNOFF FROM LEAVING THE SITE, AND FOR KEEPING ALL PUBLIC AREAS FREE OF MUD AND DEBRIS. THE o)
FG FINISH GRADE SS SANITARY SEWER EXIST INTERMEDIATE CONTOUR CONTRACTOR IS RESPONSIBLE FOR RE—ESTABLISHING FINAL GRADES AND FOR REMOVING ACCUMULATED SEDIMENTATION FROM ALL AREAS =
FH FIRE HYDRANT SST STAINLESS STEEL INCLUDING SWALES AND DETENTION/WATER QUALITY AREAS. CONTRACTOR SHALL REMOVE TEMPORARY EROSION CONTROL MEASURES AND +
FL FLOW LINE STA  STATION +20.50 PROPOSED SPOT ELEVATION REPAIR AREAS AS REQUIRED AFTER VEGETATION IS ESTABLISHED AND ACCEPTED BY OWNER AND MUNICIPALITY. m ®
FN FENCE S STANDARD EXIST SPOT ELEVATION =
FOC FACE OF CONCRETE STL STEEL 15. ADA COMPLIANCE: THE CROSS—SLOPE OF ALL WALKS MUST BE 2.0% MAX. PERPENDICULAR TO DIRECTION OF TRAVEL. MAXIMUM GRADE OF < )
FPM FEET PER MINUTE STRUCT STRUCTURAL HANDICAPPED ACCESSIBLE WALKS MUST BE 5.0% MAX. IN DIRECTION OF TRAVEL. MAXIMUM GRADE OF ALL HANDICAP RAMPS IS 8.3% OVER A
FPS FEET PER SECOND SWMP  STORMWATER MANAGEMENT PLAN SYMBOLS MAXIMUM 6” RISE. MAXIMUM GRADE AT HANDICAP PARKING IS TYPICALLY 2.0% IN ALL DIRECTIONS. CONTRACTOR TO NOTIFY ENGINEER PRIOR
ge Eg%% G OR FITING SYM  SYMMETRICAL TO PLACEMENT OF FLATWORK OF SITE CONDITIONS OR DISCREPANCIES WHICH PREVENT TYPICAL REQUIRED GRADES FROM BEING ACHIEVED. ALL
RAMPS, STAIRS AND RAILING SHALL BE CONSTRUCTED IN ACCORDANCE WITH CURRENT ADA STANDARDS. HANDICAP RAMPS SHALL CONFORM TO
B THRUST BLOCK DETAIL TITLE m DETAIL NUMBER IDENTIFICATION CDOT M—STANDARDS (SEE DETAIL M—608-1, ETC.)
G GAS TBC  TOP BACK OF CURB SCALE \___/—— SHEETS WHERE THE SECTION OR ELEVATION 16055.00  10-28-2016
GA GAUGE TBM TEMPORARY BENCH MARK IS CUT OR CALLED OUT 16. BENCHMARK INFORMATION: TOPOGRAPHIC INFORMATION WAS PROVIDED BY RANGE WEST INC. SEE "TRACT A, ARCTIC PLACER SUBDIVISION” '
GAL ~ GALLON TEMP  TEMPORARY DETAIL TITLE — INDICATES SAME DRAWING DATED 6,/22/15. PROJECT BENCHMARK ELEVATION: 87896.95 AT YELLOW CAP. DATUM PER SURVEY. COORDINATE AND VERIFY ALL VERTICAL SAR
géBV gék\[/)émcz&?mour %g %::(’:KOF BANK AND HORIZONTAL DATA SHOWN IN SURVEY AND REPORT ANY IRREGULARITIES OR DISCREPANCIES TO ENGINEER PRIOR TO CONSTRUCTION. Eés
GP  GALVANIZED IRON PIPE TOC ~ TOP OF CONCRETE OR TOP OF Ly DETAIL NUMBER IDENTIFICATION 17. HORIZONTAL CONTROL INFORMATION: HORIZONTAL CONTROL COORDINATES ARE BASED ON THE REFERENCED SURVEY AND ARE PROVIDED BY THE
GND GROUND CURB CDX.X/-———— SHEET WHERE THE DETAIL IS DRAWN FOLLOWING POINTS AS SHOWN ON THE PLANS:
gga gﬁ&gﬁg EEE Eﬁfm %)T %IAEF STARS — INDICATES SAME DRAWING <EX: CP—1  N4984.04 E4984.22 REBAR AND YELLOW CAP, PROJECT BENCHMARK
GRTG  GRATING ™  TOP OF WALL DETAIL MARKER gg-g :ggggg S;%i?g Eggig%ocggfgw CAP
GSP GALVANIZED STEEL PIPE TYP TYPICAL
oV GATE VALVE UBC UNFORM BULDING CODE REVISION CLOUD BASIS OF BEARINGS: SEE PLANS.
H HIGH UGE  UNDERGROUND ELECTRIC REVISION NUMBER 18. PROTECT ALL TREES AND VEGETATION. PLACE CONSTRUCTION FENCING AT DRIP LINE OF TREES AND PLANTS NEAR THE WORK ZONE. DEEP
HB HOSE BIB UtL  uTuTY WATER TREES WEEKLY. HAND EXCAVATION REQUIRED AT ROOT ZONES WHERE PROPOSED PAVING OR UTILITY WORK IS WITHIN DRIPLINE OF
HE HORIZONTAL ELLIPTICAL VRT VERTICAL TREES.
HDWL  HEADWALL
HNDRL  HAND RAIL Ve POINT OF VERTICAL CURVATURE 19. THE CONTRACTOR SHALL FURNISH THE ENGINEER OF RECORD A COMPLETE SET OF CONSTRUCTION RECORD DRAWINGS ("AS-BUILTS"), FOR THE
HORIZ  HORIZONTAL VCP WTRIFIED CLAY PIPE CONSTRUCTED IMPROVEMENTS. THE PLANS SHALL SHOW SUFFICIENT DIMENSION TIES TO PERMANENT SURFACE FEATURES FOR ALL BURIED GENERAL NOTES,
HP HIGH POINT FACILITIES TO ALLOW FOR FUTURE LOCATING. THE PLANS SHALL SHOW FINAL PAVEMENT, FLOW LINE ELEVATIONS, CONTOURS AT LEGENDS AND
HR HOUR w WIDE OR WIDTH POND/DRAINAGE FEATURES (AS SURVEYED AND CERTIFIED BY A COLORADO P.L.S.), MANHOLE, PIPE, AND INLET LOCATIONS, INVERTS, GRATE
HVAC  HEATING, VENTILATION, w/ WITH ELEVATIONS, SIZES OF ALL UTILITIES, AND ANY VARIATIONS FROM THE APPROVED PLAN. ENGINEER WILL PRODUCE FINAL RECORD DRAWINGS. ABBREVIATIONS
AIR CONDITIONING w/0 WITHOUT
HWY HIGHWAY WQCE  WATER QUALITY CONTROL ELEVATION
HWL HIGH WATER LINE WSE WATER SURFACE ELEVATION
HYD HYDRANT ww WASTEWATER
X SECT CROSS SECTION
YH YARD HYDRANT C O . 1
SHEET, oF_2%77
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